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A. Features

> Hour, minute, second, year, month, date and week day display, year range is 2000 ~ 2099.

> 5 groups of alarm functions: one with snooze feature, four ring on specified date.

> Chime on every hour

> Stopwatch, 99 groups of stopwatch record checking, maximum time-keeping is 23 hours, 59 minutes,

59 seconds.

» Counting down, maximum 99: 59: 59

> Compass, height, air pressure, temperature, weather forecast, as well as the correction of compass,
air pressure, height and temperature.
12/24 hours format
Universal time, time of 28 cities in the world and daylight saving time (DST) may be displayed.
Contrast of LCD may be set
3 seconds EL backlight
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1. Press A key once, EL illuminates for 3 seconds, except for setting mode.

2. Time mode

> Press B key to enter alarm clock mode.

> Press A key once, EL illuminates for 3 seconds; press and hold A key for 2 seconds to enter time
setting mode.

> Press E key to enter measurement mode for air pressure, temperature and weather forecast.

> Press D key to enter compass measurement mode

> Press C key to enter measurement mode for temperature and height.
Time setting mode



[image: image3.png]> Press and hold A key for 2 seconds to enter time zone setting mode along with a tick sound and blink,
it will exit the setting screen if without any keystroke operation within 1 minute, the current setting
value will be stored.

2).Press B key to step sequentially through the following items (blink)

Time zone—~DST—~second~hour— minute -~ year— month-date— 12/24H— contrast
I

b).Press E key for 1 increment in the desired setting item, press and hold E key for 2 seconds to
advance quickly.

©).Press C key for 1 descending in the desired sefting item, press and hold C key for 2 seconds to
decrease quickly.

d)In second setting, in the range of 30~59 second, press E or C key to return to zero, and add 1 in
minute; in the range of 0~29 second, press E or C key to clear.

) Daylight saving time (DST) setting, press E or C key to tum on or tum off (OFF. ON). “DST” will
display when DST is activated. No “DST” will display when DST is tumed off.

£). When set 12/24-hour format, press E or C key to switch between 12/24 format.

). When set contrast, press E to increase 1 in the desired item. Press and hold E key for 2 seconds to

increase quickly. Press C key to decrease 1 in the desired item. Press and hold C key for 2

seconds to decrease quickly. The contrast range is 1~16.



[image: image4.png]). When set time zone, press E to adjust time zone up. Press C key to adjust time zone down.
T). Press A key to exit the setting mode.
Alarm tone setting mode
In SIG (Chime on every hour) ~mode, press E key to turn on or off this function. ‘CHIME’ will
display when turn on, no ‘CHIME’ display when turn off. Press C key to change these five alarms
sequentially.
In the alarm tone mode, press C key to step sequentially through the chime and five alarms: SIG
(Chime on every hour) —~AL->A2-A3-—~A4--AS
In the first alarm ‘AL’ mode, press and hold A key for 2 seconds, the “hour” blink, press B key to
change
“hour +> minute”
Press E key to increase 1 to the desired item, press and hold E key for 2 seconds to advance quickly.
Press C key to decrease 1 to the desired item, press and hold C key for 2 seconds to decrease quickly.
When the time goes to the alarm time you set, it will ring bell for 20 seconds along with the symbol
“ @ 7 blinking.
When the watch is alarming, press any key to stop it.

Press E key to turn on or tum off this alarm, the first alarm clock is switched in the following order:
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Press Akey to exit the setting mode.

With the snooze function on, after the alarm ring stop, it will ring 20 seconds every 5 minutes for

five times, along with the symbol “ ¥ "and “SNZ” blinking. The snooze function apply for this

alarm clock only, not for A2~AS.

When in the snooze alarm ringing, press any key to stop.In any mode, press C key once to cancel the

following snooze ringing. At this time, “SNZ” stops to blink. If the C key doesn’t be pressed, the

following snooze ringing also can be canceled when entering time or alarm sefting, and without

“SNZ” blinking.

Press C key to cycle through the 2nd~5th alarm mode (A2~AS). There are 4 combinations for each

alarm mode, as below:

Every day ringing:

2). Set the Hour and Minute only, the Month and Date set to "—", so that the bell will ring every
day when the time goes to the set time.

‘Timing ringing:

b). Set the Month, Date, Hour and Minute, the bell will ring when the time goes to the specified date
and time.

Ring within the set month

©). Set the Month, Hour and Minute only, input "-—" to the Date location, the bell will ring every
day when the time goes to the specified time within the set month.
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Ring at the same time each month:

d). Set the Date, Hour and Minute only, input "—" to the Month location, the bell will ring when the
time goes to the same specified date and time for each month.

A2~AS Alarm setting

In alarm clock (A2~A5) mode, press E key to turn on or tum off the alarm symbol “ ¥ ", press and

hold A key for 2 seconds to enter alarm clock setting mode. Press B key to change between the

following:
Month--Date—~Hour—~Minute
S

Press E key to increase 1 in the desired item, press and hold E key for 2 seconds to advance quickly.
Press C key to decrease 1 in the desired item, press and hold C key for 2 seconds to decrease quickly.
Press Akey to exit the setting mode.

Note: The setting methods for the 2nd to Sth alarm clock (A2~AS) are similar.

Stopwatch mode
‘The maximum timing range of the stopwatch is 23 hours 59 minutes and 59 seconds. When reach the
‘maximum timing and stop, press C key to reset.

In stopwatch mode, press E key to start or stop the second going. Press C key to reset after the
stopwatch stop.

During stopwatch running, press C key to choose 01~99 groups of LAP.

‘The record inquiry range is 01~99 groups of LAP.



[image: image7.png]In LAP mode, press and hold A key for 2 seconds to enter LAP inquiry mode. It will be invalid if
without LAP chosen.
Press E key to check up LAP, press and hold E for 2 seconds to check up quickly.
Press C key to check down LAP, press and hold C for 2 seconds to check down quickly.
Press and hold A key for 2 seconds to exit stopwatch LAP inquiry mode, or pressing B key has the
same function.

Counting down function
‘The maximum counting down range is: 99 hours, 59 minutes and 59 seconds.
When count down to 0:00 00, the bell will ring for 30 seconds.
This product has circle counting down function. If the circle counting down switch is turned on,
when the counting down is finished, it will retumn to the original value to count down again. If the
circle counting down switch is tumed off, it will change to counting up mode after the counting
down is finished.
Set the counting down timer

) In the counting down mode, press and hold A key for 2 seconds to enter counting down setting

‘mode.

) Press B key to select the following items for setting sequentially:

©) Press E key to increase 1 in the desired item. Press and hold E key for 2 seconds to advance



[image: image8.png]quickly.

d) Press C key to decrease 1 in the desired item. Press and hold C key for 2 seconds to decrease
quickly.

@) Press E or C key to tum on or off the circle counting down function. * ¢ * will display when
tumedon,no " will display when tumed off

) Press Akey to exit.
> The use of counting down function

a). Press E key to start counting down.

b).During counting down process, press E key to pause. Press E key again to resume the counting
down.

©).To stop counting down completely, press E key to pause, then press C key to return to the initial
set value.
> The use of circle counting down
2).Press E key to start counting down.
b) During the counting down process, press E key to pause it. Press E key again to resume the
counting down function.
©).To stop the counting down completely, press E key to pause it, press C key to return to the initial
set value.
d).When count down to zero, it will return to the initial set value automatically and continue with
counting down.
> If the counting down timer is not stopped, the timer will count down continually even the it’s menu is
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6. Universal time function

> In universal time mode, press A key for 2 seconds to turn on or off Daylight Saving Time. When

“DST” s displayed, it indicates that the DST function is turned on. If no “DST” displayed, it

indicates that the DST function is tumed off.

> Press E key to check up the time zone and time. Press and hold E key for 2 seconds to check up
quickly.

> Press C key to check down the time zone and time. Press and hold C key for 2 seconds to check
down quickly.

> The city name order for universal time as below:
LON—PAR—*CAI+JRS—~JED—THR—~DXB—~KBL~>KHI~DEL—~DAC-—~RGN—~BKK—~HKG

~TYO—~ADL—~SYD—~NOU—~WLG. HNL-~ANC—LAX—~DEN-~CHI-NYC-~CCS—~

RIO
Please see the universal time comparison table for detailed city description for universal time, as
below:
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Measurement of air pressure, temperature and weather forecast

In normal time or measurement mode, press E key to enter the air pressure measurement “BARO”
directly. After displayed “BARO” for about 2 seconds, it will enter the measurement mode of air
pressure, temperature and weather forecast.

In the measurement mode of air pressure, temperature and weather forecast, press E key for 2
seconds to switch between units of temperature and air pressure, as below.

‘C, hpa/mb—'C, Inhg—TF, hpa/mb—F,Inhg

]

In the measurement mode of air pressure, temperature and weather forecast, press A key for 2
seconds to enter the correction mode of air pressure and temperature. Press B key to switch the
correction items:
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During the setting process, press B key to change.

In temperature correction mode, press E or C key to switch between “+ and “— temperature.

In temperature correction mode, press B key to select the desired set value with blinking. Press E key
to adjust the desired set item with 1 increment. Press and hold E key to increase quickly.

In temperature correction mode, press B key to select the desired set value with blinking. Press C key
to adjust the desired set item with 1 descending. Press and hold C key to decrease quickly.

Factory default air pressure setting:



[image: image13.png]In factory default air pressure setting mode, press E or C key to switch between “YES” and “NO” for
selecting or not selecting factory default air pressure value

Input the current air pressure value mode:

In the current air pressure inputting mode, press E or C key to enter correction mode, press B key to
switch. Press E key to adjust the desired item with 1 increment. Press and hold E key for 2 seconds
to increase quickly. Press C key to adjust the desired item with 1 descending. Press C key for 2
seconds to decrease quickly.

Press A key to confirm the corrected value and return to normal measurement mode.

Compass measurement mode
In normal time or measurement mode, press D key to enter compass measurement mode (COMP).
With COMP displayed, electronic needle will sweep two circles clockwise and then enter the
compass measurement mode. It will measure in the first 30 seconds and lock up in the last 30
seconds. It will retumn to clock mode automatically if no keystroke is done.

In compass correction mode, press and hold A key for 2 seconds to enter correction selection mode.
Press B key to change the following:
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Digital correction mode

> In digital correction mode, press E or C key to set direction “W” or “E”. After confirm the direction,
press B key to select azimuth angle value sequentially. Press E key to set the value with 1 increment.
Press C key to adjust the value with 1 descending.

> The maximum correction angle range is +45° (“W” “E”+45°)

> Press Akey to confirm the corrected value, and return to normal measurement mode.

Auto correction mode

> In auto correction mode, press E or C key, then tum the watch slowly, both clockwise and
anti-clockwise are ok. This watch will exit the correction mode automatically and return to compass



[image: image15.png]‘measurement mode after simply turning two circles in the same direction. During compass correction,
after 60 direction points illuminate and go out one by one sequentially, it will confirm this correction
automatically. Note: ( After replacing the battery, this watch will enter into automatical conrrection
mode firstly by using the compass first time. In order to correct the compass conveniently, please
turning two circles according to the above method. )

‘The follow table indicated the meaning of each acronym for each direction.

Ditection | Meaning | Direction | Meaning | Direction | Meaning | Direction | Meaning
N Noh | NNE |Nohmortheas| NE | Norheast| ENE | Eastnortheast
E East ESE | Eastsowtheast| SE  [Southeast| SSE |South-south-eas]
B South | SSW [Southsouthwes) SW |Sowhwest| WSW |Westsouthwest
W West | WNW |Westmorthwest| NW |Norhwest| NNW _|Northnorthwes

9. Temperature and height measurement mode

In temperature and height measurement mode, press C key for 2 seconds to change the units of

temperature and height sequentially, as below-
CT.M~TC. F~TF. M~TF.F

|

In time or measurement mode, press C key to enter (ALTI) high temperature measurement. After
“ALTT" displayed for 2 seconds, it will enter temperature or height measurement mode.

In temperature or height measurement mode, it will not exit this mode until you exit it by hand.

In temperature or height measurement mode, press A key for 2 seconds to enter temperature or height

correction mode. Press B key to select setting:
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During the setting process, press B key to switch.

Temperature correction mode

>
>
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In temperature correction mode, press E or C key to switch between “~+ and “— temperature.

In temperature correction mode, press B key to select the desired item with blinking. Press E key to
adjust the desired item with 1 increment. Press and hold E key to increase quickly.

In temperature correction mode, press B key to select the desired item with blinking. Press C key to
adjust the desired value with 1 descending. Press and hold C key to decrease quickly.

Press A key to confirm the corrected value and return to normal measurement mode.

Set relative height

Relative height setting (ZERO) mode, press E or C key to switch between “YES” and “NO” for
selecting or not selecting relative height as “0”.

Press A key to confirm the corrected value and return back to normal measurement mode.

Tnput location height
In location height inputting mode (ALTI), press C or E key to switch between “+ and “—” height.
Press B key to select the desired item with blinking.

Press E key to adjust the value with 1 increment. Press and hold E key to increase quickly.

Press C key to adjust the value with 1 descending. Press and hold C key to decrease quickly.
Press A key to confirm the corrected value and return back to normal measurement mode.




