[image: image1.png]How to reload the timer

1. To reload the timer(existing preset counting time) for a new
counting, press the C button when the timer was stopped.

2. To start a new counting using a new preset counting timer, set
the timer again.
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Pacer Mode
> When the pacer is activated, it will generate beep rate pre -
defined beeping rate.
> The beeping rate can be set from 30 to 180 beats per

minute(BOM) in step of 5.
How to Use the Pacer Mode

Once the beeping rate has been set (for example 30 BPM), press
the E button will start the beeping. When the watch is beeping,

press the E button can stop the beeping.
Step Counter

1. In supplementary of Pacer Function, when the Pacer beeps once,



[image: image3.png]the step counter will advance one.

2. When the pacer is activated and the step counter starts counting,
pressing the E button can stop the pacer and step counter at the
same time.

3. The maximum counting range of the step counter is 99999 steps.
4. To reset the step count to 0, press and hold the C button when
the pacer was stopped.

NOTE: When the pacer is running continuously for 8 hours, it will be
stopped automatically for power saving.
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Pacer Mode

How to set the beeping rate

1. To select the setting display, press and hold the B button for 2
seconds in the pacer mode.

2. When the beeping rate digits start to flash, press the E or C
button to increase/decrease the number. (Hold down the button to
change the number at a higher speed).

3. When the setting is completed, press and hold the B button to
exit the setting display.
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1. When pacer mode is ON: press the B button to select
chronograph mode.

2. Press the E button will start the counting and beeping at the
same time.

3. When the chronograph is counting and the watch is beeping,
pressing the E button can stop the beeping sound and the
chronograph at the same time.
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Dual Time Mode

The watch includes a function to show the time for a second time
zone- Dual Time Mode.

The second digit of the dual time synchronizes with the current time
How to set the Dual Time

1. To select setting display, press and hold the B button for 2
seconds in dual time mode, and the flashing “SET” icon will appear.
2. In setting display, press the B button to change the selection



[image: image7.png]between minute and hour.
3. When the digits are flashing(selected), press the E or C button to

increase/decrease the number. (Hold down the button change the

number at a higher speed).
4. When the setting is completed, press and hold the B button to

exit the setting display.
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Function display

> The watch includes two altimeter functional displays:
Temperature and History Display.

> One of the two functional displays will be appeared on the top
row of the display. The current(history) altitude and the
current(history) time shows on the middle row and bottom row
of the display respectively.

> To perform force detect function which get one reading
immediately, press and hold C button.
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In temperature Display, the top display shows the current

temperature in degree Celsius (C) or degree Fahrenheit(°F).

IMPORTANT: If you want to have an accurate reading of air

temperature, you must remove the watch from the wrist that allows

no body temperature effect on your watch.

History Display

> The watch records the altitude reading automatically every
hour at the hour, i.e 1:00, 2:00. 3:00 and etc. These records
will be plotted into a altitude record graph.

»  Inhistory display, the altitude record graph shows on the top
row of the display.

»  Toreview the altitude records of the last 23 hours, press the C
button to move cursor left cyclically, then the respective
altitude record and its recording time(flashing) will appear on
the display following the adjacent diagram.
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Unit Selection Sequence

How to switch between Units?

Ve

The watch can display altitude in meter(m) or feet(ft); the
watch can display temperature in degree Celsius('C) or
degree Fahrenheit(").

To switch among different unit, press and hold the E button to
change the units following the adjacent units select sequence.

Why the Altitude need to be adjusted?

Ve

As the absolute altitude is calculated from air pressure, the
change of air pressure would affect the altitude reading.
To achieve a more accurate reading, the weather master
need to be calibrated from time to time as pressure may
change gradually even within hours.
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Altimeter Adjustment

There are 4 kinds of adjustment method:

> Zero Altitude: Adjust altitude mandatory to zero for relative
altitude measurement, then a indicator “6*” will be appeared

on the display.

> Absolute Altitude: Set altitude to a known value and it can
recall for next setting.

> Sea level pressure: Input a specific sea level pressure which
is got from an official source.

>

Factory Default: Restore the watch to default factory setting
where assume Sea Level Pressure is 1013.2mb.



[image: image12.png]NOTE: Altitude is adjusted independently, so that the effects of the
previous sea level pressure adjustment will be ignored if the
absolute altitude is selected.

NOTE: The watch includes an automatic Sea Level Pressure
comparison feature, this smart feature allows NO fluctuation altitude
readings will be recorded even staying at the same altitude.
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How to measure the relative altitude?

> The watch can measure relative altitude, for example, it can
measure the ascending or the descending altitude between
the starting point and the finish point of a trail.

> To measure the ascending or descending altitude of a trail by
setting the current altitude to “zero” mandatory(by below) at a



[image: image14.png]reference point such as the starting point of a trail. An “*”
indicator will be appeared on the display.
Adjust the altimeter by using zero altitude adjustment
1. To select the adjustment display, press and hold the B button in
altimeter mode. Then press the B button to select among the zero
altitude, absolute altitude, sea level pressure and factory default
adjustment.
2. To adjust the watch by using zero altitude adjustment, press the
E button in zero altitude display, and the indicator “NO” will appear.
3. When the indicator “NO” is appeared, press the E button or C
button to select between “YES” (adjust the altitude to zero) or
“NO”(about the adjustment). When “YES” or “NO” is selected, press
and hold the B button to confirm the setting.
4. To restore the watch from relative altitude measurement, please
refer to the coming “absolute altitude adjustment”, “sea level
adjustment’, and “factory default adjustment” for more detail.
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Before adjusting the altitude

Adjusting the altimeter at a place where the altitude is determined,
such as sea level(Om) or beside an altitude sign pole(e.g., 89m),
because that altitude will be inputted into the watch during the
adjustment.

IMPORTANT: Input an incorrect altitude during the adjustment, it
results a mistaken altitude in future.

To adjust the altimeter by using absolute altitude adjustment
The watch can adjust the current altitude reading to an absolute
altitude value.

1. To select the adjustment display, press and hold the B button in
altimeter mode. Then press the B button once again to select




[image: image16.png]among the zero altitude, absolute altitude, sea level pressure and
factory default adjustment.

2. To adjust the watch by using absolute altitude adjustment, press
the E button in absolute altitude display, and the altitude reading will
appear.

3. When altitude reading is appeared, press the E or C button to
increase or decrease the number to the target one. (hold down the
button changes the number at a higher speed).

4. If the setting is completed, press and hold the B button to confirm
setting and exit the adjustment display.
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Why need to adjust the sea level pressure

> As altitude is calculated by the difference between current
and sea level pressure, so the sea level pressure changing or
using the watch in a place which has a different sea level
pressure will effect the altitude reading.

> To achieve a more accurate reading, sea level pressure need
to be updated from place to place and from time to time.

How to adjust the altimeter by using sea level pressure

adjustment

1. The watch can adjust the current altitude reading by sea level

pressure adjustment.



[image: image18.png]2. To select the adjustment display, press and hold the B button in
altimeter mode. Then press the B button to select among the zero
altitude, absolute altitude, sea level pressure and factory default
adjustment.

3. To adjust the watch by using sea level pressure adjustment,
press the E button in sea level pressure display, and the sea level
pressure reading will appear.

4. When sea level pressure reading is appeared, press the E or C
button to increase or decrease the number to the target number.
(Hold down the button changes the number at a higher speed).

5. If the adjustment is completed, press and hold the B button to
confirm adjustment and exit the adjustment display.
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How to adjust the altimeter by using factory default adjustment
1. The watch can also adjust the altitude reading calculation back to
using factory default value.

2. To select the adjustment display, press and hold the B button in
altimeter mode. Then press the B button to select among the zero



[image: image20.png]altitude, absolute altitude, sea level pressure and factory default
adjustment.

3. To adjust the watch by using factory default adjustment(restore to
factory default by setting sea level pressure to 1013.2mb), press the
E button in factory default display, and the indicator “NO” will
appear.

4. When the indicator “NO” is appeared, press the E or C button to
select between “YES” (reset the watch to factory default) or “NO”
(abort the resetting).

5. To exit adjustment display, press and hold the B button for 2
seconds, and then the watch will go back to altimeter mode. If the
“YES” display is selected when exiting the adjustment display, the
“DONE” display will appear for 2 seconds prior to the normal
operation.
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Function Display

> The watch includes three barometer functional displays:
Temperature, Sea Level Pressure and History Display.

> One of the three functional displays will be appeared on the
top row of the display. The current(history) pressure and the
current(history) time shows on the middle row and bottom row
of the display respectively.





