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User manual

Introduction

Thanks for purchasing our newly developed product EFN-PG03
Mini GPS! It is a small size and portable GPS receiver with data
collecting and calcualating functions. It also provides indication of
geograpic coordinates, directions, world time, distance, milage, and
velocity information. Its high-sensitive direction indication guide user
to go back original departure position or go to the presetted target
position. The unit shows clear travelling date in detail, such as, the
direction of the target position, distance, satelite time, and velocity
information in usage. It s a great partner for personal travelling and
wild explorer!

Operation Area
The unit receives satellite signal and works only in open area
outdoors with no buildings within 15° elevation!

Preparations

. Open the package, take out the unit and accessories, which
include 1pc mini GPS unit, 1pc USB cable for charging, and 1
copy of user manual. Please check carefully and contact your
local dealer if anything missing or damage.
The unit is with built-in lithium battery. Please charge fully before
usage. While charging, the blue LED backlight is on and it will be
off automatically after being fully charged. It takes around 4 hours
for fully charge if the battery power is exhausted.
In power on mode, the battery icon in right upper corner shows
the status of the battery power. Please charge in time if it is empty.
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Buttons
1. mENTER:
« In power off mode, hold m for 3 seconds to power on the unit; hold
 in any mode to power off the unit
 In Picture One, press u to change different POI* from 1 to 16.
o In Picture Two, press = to start milage and time calculation.
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[image: image2.jpg]In Picture Six, press m to enter submenu for Back Light setting, press.
w again for setting selection, and selection will be displayed in white;
press m again to confirm the selection and return to upper manu. It
returns to General Picture after 5 seconds without any operation.

* POl means point of intest, a point or building marked in map with
geographic coordinates information

2. ANEXT:
» Change to the next picture among 6 main pictures.

In Picture 6 Settings, press m to enter into setting picture, then press
= again to enter for selection, then press A once more to change
the data.

3. YNEXT
® Works exactly the same as A.

4. USB charging slot
» To charge your unit by linking to your computer with USB cabel.

View Operation Pictures

All data that user need for navigation are showed in main pictures.
To view these pictures, repeatedly press A or ¥ to change from one
main picture to another in cycle after satellite signal is captured and
geographic coordinates is calculated out.

Picture 1 (General Picture): displays the status of satellite signal, the
balance of battery power, POI order number and recording time, and
the distance to your current position and direction.

Picture 2 (Trip Information): displays the trip milage and time used.
Picture 3 (Geographic Coordinates): displays geographic coordinates
of your current position.

Picture 4 (Velocity and Altitude): displays the velocity of your current
movement and relative altitude.

Picture 5 (Satellite Time): displays the most accurate synchronized
satellite time.

Get to starting

Power On/Off

In power off mode, hold on = for 3 seconds to power on the unit and
starting picture ‘Mini GPS' appears shortly and then enter into the
General Picture; hold on for 3 seconds to power off the unit in any
mode.

A.POI Setting

1. In an open area outdoors with no buildings within 15° elevation,
hold the unit straight upward and power it on. After enter into the
picture 1 (General Picture), the left upper corner signal bars
indicate the signal status. No bars means no signal is captured.
One bar means 3 satellites signals are captured, 2 bars means
4 satellites, 3 bars means 5 satellites, 4 bars means 6 or more
satellites. To set accurate POI, 2 bars are required at least. The
more bars, the more accuracy. Cold starting means getting start
in a new place or after power off for a long time, and it takes
around 2 minutes to capture satellite signals. Warm starting means
getting start with minor position change and power off not more
than 2 hours, and it takes around 40
seconds. Hot starting means getting
start after power off or lose signals
shortly, and it takes around 2 seconds
to capture satellite signals.

2. When 2 or more signal bars appear, hold on m and A or ¥
simultaneously to confirm the 1st POI. POI order number shows
in the left of the screen and recording date and time shows in the

right. User can go back the original position or go to the target
position with direction and distance information shown.
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Press m to change to the next POI, hold onm and A or ¥
simultaneously again to confirm the 2nd POI, then up to 16 POI
one by one, (1),(2),... , (16). Each POl is with the recording
date and time and user can judge the concrete place upon the
recording time.
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