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Combination Meter Manual
General description

Combination Meter system description
This combination meter mainly consists of the LCD{Liquid Crystal Display) and LED{Light
Emitting Diode).
The LCDs indicate Speed, Tacho, Odo / Trip / clock/, Gear position, Engine revolution
indicator and Fuel level indicator respectively.
LED(Light Emitting Diode)
LED is used for the illumination light . change color and each indicator light.

LED is maintenance free.LED is less power consuming and more resistant to vibration

resistance compared to the bulb.
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1.SEL button 7. LCD({Gear position indicator)
2.Fuel Level Gauge 8. SET button
3. Tachometer 9. LED(Turn signal indicator light)
4. LCD{Speedometer) 10. LED{High-beam indicator light)
5. Odo/Trip 11. LED(Neutral indicator light)
6.LCD{Clock) 12. LED (Fuel indicator light)
Instructions
Combination Meter Removal and installation
Removal
1) Removal the combination meter mounting bolt(1)
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2) Disconnect the coupler(2) and remove the combination meter assembly.
Installation

Install the combination meter in the reverse order of removal.

NOTE

Fix the boot of the combination meter coupler firmly.

Combination Meter Disassembly and Assembly

Refer to “Combination Meter Removal and installation”

Disassembly

Disassemble the combination meter as shown in the combination meter components.
Assembly

Assemble the combination meter as shown in the combination meter components.
Combination Meter inspection

LED inspection
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Check that the LEDs(Fuel and meter panal illumination) immediately light up when the
ignition switch is turned ON.

Check that other LEDs (neutral, high-bream and turn signal indicator lights) light up/go off
by operating each switch.

If abnormal condition is found, replace the combination meter assembly with a new one

after checking its wire harness/coupler. Refer to “Combination Meter Removal and

installation”

Technical Specifications
1. legislated standard
Warning light: GB15365
.Other function on Qc/T 727
.Error of size at GB/T 1804-v
2. Enviromental parameter
Working Temperature: -30°C ~+80°C
.Storage Temperature: -40°C ~ +90°C
Anti-ultraviolet, Anti-Dazzle, Waterproof, lighting protection, Anti-vibration
3. Electrical performance
Supply Voltage: DC8V ~ 18V
.Max Voltage: DC24V < 60sec
.Quiescent current < 1.5mA(test at 13.5V)
.Average Consumption 120mA+20mA(test at 13.5V)
.Max Consumption 200mA+20mA(test at 13.5V)
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4. Speedodmeter
.Display range:0 ~ 199 km/h, Display unit: 1 km/h or IMPH
.Display mode:LCD
.Speed Induction way:Extermal sensor section
5. Odometer
.Display range: 0~ 99999.9 km or 0~ 99999.9mile ; Display unit :0.1 km or 0.1 mile
.Reset automatically after 99999.9 km;
.Odometer cannot be reseted once the battery broken
6. Clock
.clock: 1:00 ~ 12:59(12H)
7. Weight
Werght : around 750g
8. Gear Indicator
.Display range: 1~ 5
9. Backlight color change
.Setting range: red, orange, yellow, green, blue, light blue, purple, white
10. Indicator light color
.High beam(Blue); Turn signal (Green); Fuel Warning(yellow)
11.Tire circumference: 1523mm
Adjustmet:

(1)SEL button
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1) with the SEL button (1)pressed, turn the ignition switch ON.

2) Keep pushing the SEL button for more than 0.8 to 3 sec.

Time Ignition switch | Adjuster button(1)
OFF
0 ON PUSH
.0.8 sec Odo &——= Trip
.1.5 sec Odo Display Status Trip Display Status
PUSH — Unit switch | PUSH———> Reset
3sec Metric «—— mile
v Release
(2)SET button

1) with the SET button (2)pressed, turn the ignition switch ON.

2) Keep pushing the SET button for more than 0.8 to 3 sec.
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Time Ignition switch | Adjuster button(2)

OFF
0 ON PUSH
.0.8 sec Red —» orange — yellow — green — blue
— light blue — purple — white —»Red
.1.5 sec PUSH — Clock

3sec

v Release

The instrument cluster features correspond
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NO. | Function Cable Signal NO. | Function Cable Signal
Color Format Color Format
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1 1 gear Pink Low 2 3 gear Green/ |Llow
Black
3 5 gear Brown/ Low 4 +5v Yellow | High
White
5 Fuel Yellow/ Resistance |6
White \\
7 IGN Black High 8 Battery Purple High
9 GND Green Low 10 | Speed Red Pulse
11 | Tacho Blue/ Pulse 12 | Left turn | Orange | High
White signal
13 14 | Neutral Green/ | low
\ indicator Red
15 | High Beam | Blue High 16 | Right turn | Light High
signal Blue
17 | 4gear Yellow/ Low 18 | 2 gear Blue/ Low
Red Red
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140mm Black PVC pipe

<
Purple| Black Green
Brown/|Yel low
White| /Re
BI\IJL‘? ?Ld Green/| light | Yellow/
Red | TN DJ7031A-2. 8-21 Red | /Blue | White
DJ7061A-2. 8-11 Blue | Orange | BLU¢/
White
. J
DJ7091A-2. 8-11
Function Table:
Cable ) light Blue/ . | Yellow/ | Green/ ) Blue/ |Green/ | Yellow | Brown/
Color | Orange | /pje |Blue | Black | Green | Red | o | Yellow |y o™ | pog Pink |Rod  |Black |/Red | White | PUrPle
Left turRightturn 1igh Sensor Neutral
Function signal ignal Beim IGN GND Speed | Tacho ;i:ofl Fuel lindicator 1 Gear | 2 Gear | 3 Gear | 4 Gear | 5 Gear | Battry
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Fuel Level Indicator Inspection
If the fuel level indicator light does not function properly, check the fuel level gauge and
its lead wire/coupler. If the fuel level gauge and its lead wire/coupler are functioning
properly, replace the combination meter with a new one.
Fuel Level Gauge Inspection
Inspect the fuel level gauge in the following procedures:
1) Remove the tuel pump.
2) Measure the resistance at each fuel level gauge in float position. if the resistance is
incorrect, replace fuel level gauge with a new one.
Special tool:Multi-circuit tester set

Specification of Fuel meter with sensor ----Resistance(Q})

Float position Resistance
Full 6—10(0Q)
Empty 90—98( Q)

3) install the fuel pump.
Speedometer Inspection
If the speedometer, odometer or tripmeter does not function properly, inspect the speed
sensor and the coupler connections. if the speed sensor and coupler connections are OK,
replace the combination meter unit with a new one. Refer to “Combination Meter

Removal and Installation”
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