Phone vibration alarm operating instructions A summary, use

Note: to get the equipment after the first charge 60 minutes This product must download the APP
1. Install the SIM card (mobile or unicom card, open flow, and open the caller id function)
2. The boot (normally on a red light)
3. Download the APP (scan the qr code on the manual) and install, login account for the ID number, (product box, a set of Numbers), the default password is 123456,
4: equipment can only APP on the remote to turn it off
5: red normally on startup, search online flash a red light, green light flash charging, full of green light normally on, flash button the green light to turn off lights don't flash

Function is introduced

1: equipment set
(1) : shock sensitivity According to the vibration amplitude and frequency of alarm, the customer can set up by oneself, can choose to shut down
(2) : center number set equipment vibration, dial telephone number on its own.
(3) : upload time equipment to run time, each time period will automatically upload their data, so that customers query path
(4) : remote shutdown customer available in APP side remote shut down equipment operation, and enter into the state of power cuts
(5) : alarm Settings In view of the alarm when the mobile phone tips information
2: real-time tracking location of equipment in real time
3: history query equipment whereabouts trajectory of a certain period of time
4: electronic fence Set the area on the map, the equipment in and out of the scope of this mobile phone will receive SMS alarm message
5: alarm information customers on the APP to query all the alarm information of equipment
6: voice monitoring Click the icon to go, the equipment back to dial the phone automatically, realize monitoring function
7: modify the password login password, customers can modify (6 digits)
8: near the navigation around the perimeter of business information
9: log out APP side closed software, cell phone will no longer receive all the information
Common problem:

1: the cell phone to call when tip: the subscriber you dialed is on the phone (equipment caller id card is not opened,)
2: after the APP Settings, has been displayed to send or send failed for the following reasons: a no signal equipment, unable to GPRS data SIM card has not opened GPRS function c b equipment is on the phone, the number of GSM communication GPRS transmission is closed automatically.
3: in the APP equipment had been LiXianZhong: a device SIM card balance is insufficient b equipment are not boot or power outages.
C equipment environment no signal or the signal is very poor
4: a far cry from a device with the actual position reached several hundred meters, equipment is in a state of base station location, density of base station positioning accuracy depends on the actual location of the base station equipment, base station positioning actual accuracy for 50-1000 meters.
Warm prompt: the product is mainly used to like for electric cars, bicycles, bags, etc. Do not use this product in tracking, eavesdropping on infringement of privacy any illegal activities, all the consequences of transgression of the law behavior will be borne by the user! The company is not liable for any losses!
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