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Charger manual

For reliable service, the charger shall be installed and used
correctly and properly.Do please read carefully your manuals
before installation and operation.Special attention shall the be
paid to Warnings and their details,Pay attention to those conditions
and operations which may cause damages to the charger. Clear

warnings shall be made to those conditions and operations which
may cause physical injuries. Read through all the Notices before

you use the charger.

Please read carefully this manual so that you can operate
correctly. Especially before you use the charger, do please read
all the “Safety Notice” to ensure your personal safety. Please keep
properly this manual together with Warranty Card for future

reference.





image2.jpeg
%

Series switching power supply pulse quick chargers are designed

and manufactured by our company based on single-volage battery

PACS Of 6Y,12V,24V,36V, 48V, 60V.62V, 72V, and 84y
nteligent computer chips arc adopre for whole process control

it advanced technologies o pulse idth modalaton(PW), This seris

oF products faturesma sie,saety and exibiliy,high comersion

e, stable outputcurent, ager designed volum, o
ot

time duration,

Short cireuit protection,ceverse connectiog protection, overheal
protectian s well s low voliags proteeton is

ailible. Therefore
constant vallage current ¢

i be ansformed relile from constant voliage
statusinto Aatingchy

188 s Hence, powor waste and water Joss cay
Wing process
80 Be liminaed. Ay 4 pegy

e reduced during oy 4 batery overheating and bubbiing

ery ife is extended grearlys

Constand ¢

voltage,the war

charging currer
and cha

Constant
have precise cont
can be fully char

Trickle mo
current il decre

Monting charging

Overheat prot
forprotective purpos
ercased o b
Process can b resun

Short circui
Stomaticaly iy
“HaBing procesy il

Reverse connec
Harger ang he
Somaticaly g
“Paging procegs il

Low voltagepr
2O st upan
U5 by volage.

the




image3.jpeg
Constand current mode: when battery voltage is lower than o

g preset

the working mode is constant current charging mode,wher constant

voltag
charging current is provided by the charger to battery. In this mode,both batiery
and charger are muder good protection.

Constant voltage mode: Adoption of pulse widdth modulation(PWM)can
bave recise control of charging current and output voltage so that the battery
can be fully charged while at the same time not over—charged.

Trickle mode: When battery voltage decreases to preset value,charging
camentwil decrease gradually to preset value,and the charger will go ino trckle
fostng charging is completed, battery can stil be set in loating charging mode.

Overheat protection:The charger will close automatically without current outpu
o protective purpose when it temperature is over 105°C,and when the femperature is
dstased bl ghout 80°C or power supply i shut down for 10 minutes ,charging
cesscan be resumed.
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1) Dangerous high voltage is contained inside the charger,S0 please
contact your local dealer or the ‘manufacturer in case of equipment failure.
2 Do not use under humidity or high temperature,or where

there are ammables or explosives.
Do not block cooling hole,or use the charger while cooling fan is
stopped.
@) Do prevent rain or water entry into the machine to avoid damages.
S Non—profesional technicians are strictly prohibited to open the
machine or change its purpose.Otherwise,severe injury may be caused.

V.Charging operation

Step 1, Examine and make sure rated voltage of battery is conforming
tooutput voltage of charger.

Step 2, Connect correctly the charger and the battery.

Step 3, Examine and make sure mains supply voltage is conforming to

input voltage of the charger.

Step 4, Connect mains supply and the battery,watch to see if the indicator
is on and the cooling fan is working when charging.

Step 5, if the charger refuse to work,turn off mains supply immediatily

and check all the connecting cables between mains supply,the battery and
the charger.





