0OSD Settings:

Press and hold the DOWN button for 5 seconds to enter
OSD setup menu.

(PS: 1.Press and hold the LEFT button for 5 seconds to reset OSD settings;
2. Press and hold the RIGH button for 5 seconds to adjust the input
voltage of the camera.)

FPV SETUP
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CLR CADDX.US
NAME :ON POS
TIME :ON POS

POWER :ON POS
HORIZON  :OFF POS
EXIT

0OSD Settings:

Customize the CLR name: Use the UP, DOWN, LEFT and
RIGHT buttons to navigate through the letters and
confirm with the CENTER button.

NAME: ON/OFF Click POS to adjust the display position
of the name on screen

TIME: ON/OFF Click POS to adjust the display position
of the time on screen

POWER: ON/OFF Click POS to adjust the display
position of the voltage on screen

HORIZON: ON/OFF Click POS to adjust the display
position of the baseline on screen

EXIT: Save the settings and exit.
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Connection

*Disconnect the 5D-0OSD menu panel after OSD setting.
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Dimensions & Installation

Turbo Micro S2

M2*4 Screws

M2*4 Screws

19mm

@addx us S2 Series

USER MANUAL

Turbo Micro S2



Model

Turbo Micro S2

Image Sensor

1/3" CCD Sensor

Horizontal Resolution

600TVL

TV System

NTSC/PAL

Synchronization

Internal

Electronic Shutter

PAL: 1/50~100,000; NTSC: 1/60~100,000

S/N Ratio >60dB (AGC OFF)
Video Output CVBS

Lens Turbo Eye(default)/2.1mm/2.5mm
Min. lllumination 001Lux@F1.2

Auto Gain Control YES

BLC YES

FLY OSD Voltage/time/horizontal line/title
Camera OSD YES

WDR D-WDR

DNR 2DNR
Day/Night Auto/Color/B&W
Dimensions 19mm*19mm*19mm
Wide Power Input DC5-40V

Work Temperature -20°C~+60"C
Work Humidity 20%~80%
Weight 59 (N.W)/35 (GW)

Camera Menu

Main Menu
CADDX MENU
EXPOSURE !
BACKLIGHT OFF
WHITE BAL ATW1
DAY & NIGHT COLOR
IMAGE AD). <
DPC o
LANGUAGE ENGLISH
RESET <

EXIT

BACKLIGHT (OFF/BLC— /HLC)
WHITE BAL (ATWI1/ATW2/AWC — SET/MANUAL= )
DAY&NIGHT (AUTO = /COLOR/B&W~/EXT)

EXPOSURE
EXPOSURE
SHUTTER AUTO
BRIGHTNESS 054
AGC MIDDLE
DWDR ON
RETURN RET <

SHUTTER(AUTO/FLK/1/50-100000)
BRIGHTNESS (0-255)
AGC(LOW/MIDDLE/HIGH/OFF)

DPC(COVER THE LENS THEN PRESS ENTER KEY) DwDR (ON: 0- 28/ OFF)

LANGUAGE (ENGLISH/#30)

Camera Menu

BACKLIGHT (OFF/ BLC+/ HLC+)

BLC HLC

AREA SEL AREA1 LEVEL 200
AREA STATE ON MODE ALL DAY
GAIN 168 RETURN RET+
HEIGHT 005

WIDTH 005

LEFT/RIGHT 004

TOP/BOTTOM 004

RETURN RET+

AREA SEL. (AREAT/ AREA2)

AREA STATE (AREAT: ON/AREA2: ON/OFF)
GAIN (0-255)

HEIGHT (AREAT: 0-15 /AREA2: 0-15)
WIDTH (AREAT: 0-15/AREA2: 0-15)

LEFT/ RIGHT (AREAT: 0-15/AREA2: 0-15)
TOP/BOTTOM (AREAT: 0-15/AREA2: 0-15)

LEVEL (0-255)
MODE (ALL DAY/ NIGHT ONLY)

Camera Menu

DAY&NIGHT(AUTO~/COLOR/B&W~/EXT)

D&N AUTO

D—N LEVEL 144
D—N DELAY 5SEC
N-D LEVEL 112
N--D DELAY 1SEC
RETURN RET+

DAY---NIGHT LEVEL (0-224)
DAY---NIGHT DELAY (1-30 SEC)
NIGHT---DAY LEVEL (0-255)
NIGHT---DAY DELAY (1-30 SEC)

D&N B/ W

BURST

IR SMART
IR LEVEL
RETURN

BURST (OFF/ ON)
IR SMART (OFF/ ON=)
IRLEVEL (HIGH/ LOW)

OFF
OFF
HIGH
RET

Camera Menu

MAIN ADJ RESET

IMAGE ADJ. RESET

LENS SHAD, OFF

2B & FACTORY RESET
RETURN RET+

MIRROR OFF

FONT COLOR .

CONTRAST 111

SHARPNESS 026

DISPLAY LCD

NEG. IMAGE OFF

RETURN RET+

LENS SHAD (ONw/ OFF)

2 DNR (ON/ OFF)

MIRROR (ON/ OFF)
CONTRAST (0-255)
SHARPNESS (0-31)

DISPLAY (LCD=/ USER=/ CRT.o)
NEG. IMAGE (ON/ OFF)
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