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1.Installation of support and bicycle 2.Installation of Mbike and the support

Mbike fixed hole site is corresponding to the support fixed
site.
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Hold the support with your
’ left hand, and backward pul
Overall Diagram Mbike with your right hand
until you hear a “thump”
sound, then Mbike is fixed
on the support; when it is
disassembled, just push
forward Mbike
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If there is a gap between Through the screw
the support and the stem
when itisinstalled, or the
installation is unstable, O
youcanaddagasket between y
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Clockwise tighten the nut and ) Py
counterclockwise loosen the nut.
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Counterclockwise loosen  Clockwise loosen the nut to
the nut to adjust the Mbike  fix the Mbike elevation
angle.

The support should be put into the bicycle stem in
this direction.
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1.1f the indicator light flashes for more than 5 seconds no

Eroductiame Mbike matter which mode it is under, it indicates an error mode;

Output Level sw please reboot the speaker to check if the flicker
disappears.

Ereqfency/Response 150-20kHz 2.If the indicator light flashes for more than 5 seconds no

Signal to Noise Ratio >95d8 matter which mode it is under (except the sharing

transmitting mode and the receiving mode), the speaker
will tries to re-start the function mode in about 15
Bluetooth Standard V2.1+EDR/4.0 seconds to; if it fails, it will be rebooted

3.1 the indicator light for the shared transmission mode
or sending mode flashes slowly when the speaker is
Sharing Distance 100m (Mbikel version) started, please try to reboot the speaker again; if the error
still exists, please contact our after-sales service

Total Harmonic Distortion | 0.03%

Bluetooth Distance 15~20m

Battery Capacity S 3400mAH Note: Under these two modes, the indicator light will
Input Power SV/1A flash slowly for 30 seconds and then automatically turn
Output Power SV/1A off:

Dimensions 53x90x128mm

Weight M 280g
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1. Do not operate Mbike in the road with a heavy traffic
while riding to avoid dangers.

2.Do not use the wireless functions when it s thundering,
nor does Bluetooth feature, because the wireless
transmission equipment may increase the risk of lightning
stroke if used under the lightning.

3 When it is used to charge mobile phones and other
devices, timely unplug it if it is fully charged, because
charging is a boosting process, and there must be some
loss, so if it is continuously connected to the mobile
phone, it will always supply power to the phone and
consume electricity.

4 .For charging the Mbike device, some riders may have
the bike-used generator, but you need to make sure that
the output current is rectified and regulated 5V current,
otherwise it will cause failure to the device.

5.Be sure to promptly charge Mbike, if it is out of power,
and the battery can not be long-term placed without
electricity. If it is not often used, please charge it once for
three months, otherwise the battery service-life will be
reduced.

6 .If the battery is exhausted and needs to be replaced,
please contact our after-sales service. You are not
allowed to replace it by yourself, to avoid dangers caused
by the use of substandard batteries or improper
operations.

7 .When using the wireless sharing feature, please try to
select an open place, because the receiving ability of the
wireless signal depends on the obstacles, and the
distance between the transmitter and the receiver; you
are recommended to keep the closet distance and in the
most open space while riding.

8 .When using the wireless sharing feature, if there are
several transmitters within the same space, the receiver
may be disturbed, or the transmitter may not function the
sharing.

13-




